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5. Recommendations

e the trim size of the page should be specified in the file

e in order to use the automatic arrangement of pages, the names of the files for the
book should contain information about the volume.
Example: If the pages are 32, the name should be as follows:
32p_001.pdf, 32p_002.pdf...32p_021.pdf, ... 32p_031.pdf, 32p_032.pdf
The covers should be named as follows:
cover_4-1.pdf, cover_2-3.pdf

® to access InSite, please use the references from our site http://dhp.bg where you can
find updated information for a free line

lll. Color profiles
Conformity to 1ISO 12647-2:2008
e for printing with paper type 1,2 (Fogra 39):
on a rolling machine ISO coated v2 300 (ECl).icc
on a sheet-fed machine ISO coated v2 (ECl).icc
for printing with paper type 3 (Fogra 28): ISO webcoated.icc
for printing with paper type 4 (Fogra 29): ISO uncoated.icc
for printing with paper type Super Calandered (SC Paper): SC_paper_eci.icc
for printing with newsprint: ISOnewspaper26v4.icc

IV. Color patterns

It is recommendable that each order be accompanied with a color pattern (with
Ugra/Fogra Medienkeil v.2.0 scale included) from the client — Cromalin or from a
color-smaple inkjet printer.

The compatibility between the color pattern and the real print is wtihin 85-95%
Color patterns with deviations more than dE10 cannot be reached in the
conventional production process.

V. Client support

1. For each client individual settings can be supported
2. Default settings (if not explicitly specified by the client):
e adjustment of overprint of elements in black (K100) (recommendable)
e removal of overpint for the white (CO MO YO KO) (recommendable)
e trapping
0,05 mm (0,15 pt) for CMYK elements
0,07 mm (0,20 pt) for Pantone colors (recommendable)
trapping direction — center
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3. Lines

e 175 Ipi for sheet-fed printing (with option for 200 Ipi and S20)
e 150 Ipi for roll printing (with option for 175 Ipi and S25)

Note:

For each individual configuration of paper-machine-lines a test printing should be done.

If the Production department finds the use of lines to paper improper, the client will be duly
informed.

4. Through the web site
e download of joboption, print preset for InDesign or QuarkXPress, ICC profiles;
e examples for visualization of some recommendations — overprint, trapping, bleed,
safety zone, trapping of foil for cover and book, toning up the black
(Rich Black) — C60 M50 Y50 K100
e control scalle for color proofs
e company logo

The client will be informed in the event of discrepancy with some of the listed requirements.
If some of the requirements is not observed, claims will not be accepted.
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